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SWITCH FUNCTION

NONEON ON

2-3, 5-6,
8-9, 11-12 OPEN

2-1, 5-4,
8-7, 11-10
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4.83
[.190 in]
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 TYP.
.76

[.030 in]
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21.59
[.850 in]

1.65
[.065 in]

.72
[.028 in]

NOTE:
  1. ALL DIMENSIONS IN MM [INCH]
  2. GENERAL TOLERANCE: X.X=±0.4
                      X.XX=±0.25 
  3. TERMINAL NUMBERS FOR REF ONLY
  4. PLATING MATERIAL: SILVER
  5. RATING: 5A @ 120VAC OR 28VDC
                   2A @ 250VAC
  6. ELECTRIC LIFE: 40,000 make-and-break cycles 
                  at full load.
  7. INSULATION RESISTANCE: 1,000 M min.
  8. DIELECTRIC STRENGTH: 1,000 V RMS @sea level.
  9. OPERATING TEMP.: -30°C to 85°C
 10. HARDWARE TO BE SHIPPED BULK
                   T100004 - HEXNUT - QTY 2
                   T100012 - LOCKWASHER - QTY 1
                   T100003 - LOCKRING - QTY 1
 11.     DENOTES CRITICAL PARAMETER.
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CIRCUIT: 4PDT

1.19
[.047 in]
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